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Nd:YVO4 CRYSTAL

WISOPTIC Capabilities of Nd:YVO4

• Various options of Nd-doping ratio (0.1%~3.0at%)

• Various sizes (max diameter: 16×16 mm2; max length: 20 mm)

• Various coatings (AR, HR, HT)

• High processing accuracy

• Very competitive price, quick delivery

WISOPTIC Standard Specifications* of Nd:YVO4

Doping Ratio Nd%=0.2%~3.0at%

Orientation Tolerance +/- 0.5°

Aperture 1×1 mm2~16×16 mm2

Length 0.02 mm~20 mm

Dimension Tolerance
(W±0.1mm)×(H±0.1mm)×(L+0.5/-0.1mm) (L≥2.5mm)

(W±0.1mm)×(H±0.1mm)×(L+0.2/-0.1mm) (L<2.5mm)

Flatness
< λ/8 @ 632.8 nm (L≥2.5mm)

< λ/4 @ 632.8 nm (L<2.5mm)

Surface Quality < 20/10 [S/D]

Parallelism < 20”

Perpendicularity ≤ 5'

Chamfer ≤ 0.2 mm @ 45°

Transmitted Wavefront Distortion < λ/4 @ 632.8 nm

Clear Aperture > 90% central area

Coating
AR @ 1064nm, R< 0.1% & HT @ 808nm, T>95%

HR @ 1064nm, R>99.8% & HT@ 808nm, T>95%

Laser Damage Threshold > 700 MW/cm2 for 1064nm, 10ns, 10Hz (AR-coated)

* Products with special requirement upon request.
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